
Why Choose Bridgestone HosePower for Data Center Cooling Solutions
In today’s high-performance data centers, cooling systems must deliver uncompromising 
reliability, efficiency, and scalability. Every connection matters. Every component counts. 
That’s why industry professionals trust Bridgestone HosePower’s cooling hoses, fittings, custom 
hose assemblies and accessories to protect critical infrastructure and maximize uptime.

Engineered for Mission-Critical Performance
Data centers operate 24/7 — and so do our solutions.

	9 Superior Flexibility – Precision manufactured with tighter bend radius and smaller diameters 
that conventional hose for easy routing.

	9 High-Performance Materials – Peroxide cured EPDM tube and UL  Flame Resistant Cover.

	9 Proven Durability – Designed for long service life under continuous operation.

Dedicated inventory, skilled assembly teams for fast turn around on large orders. Pressure testing 
and best Hose Life Tracking (HLT) in the market.

Precision Cooling Starts Here

When downtime isn’t an option, 
reliability is everything.



Call Us At: 888-557-6469Email: DCCH@hosepower.com

www.datacentercoolinghose.com

Get in touch today for help with your next project.
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DC11-035** 7/32 5.6 0.40 10.4 500 3.4 2,000 13.8 0.59 15.0 0.08 0.05

DC11-04** 1/4 6.4 0.49 12.4 300 2.1 1,200 8.3 0.63 15.9 0.10 0.06

DC11-06** 3/8 9.5 0.61 15.6 300 2.1 1,200 8.3 1.25 31.6 0.14 0.09

DC11-08** 1/2 12.7 0.74 18.7 300 2.1 1,200 8.3 1.98 50.2 0.20 0.13

DC11-12** 3/4 19.1 1.03 26.1 300 2.1 1,200 8.3 2.90 73.8 0.35 0.23

DC11-16** 1 25.4 1.34 33.9 300 2.1 1,200 8.3 3.50 89.0 0.57 0.38
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DC10-125** 11/4 31.8 1.65 41.9 150 1 600 4.1 1.88 48.0 0.86 0.58

DC10-150** 11/2 38.1 1.95 49.5 150 1 600 4.1 2.25 57.2 0.98 0.66

DC10-200** 2 50.8 2.40 61.2 150 1 600 4.1 3.00 76.0 1.31 0.88

DC10-300** 3 76.2 3.50 87.6 150 1 600 4.1 3.00 76.0 1.50 1.01

DC10-400** 4 101.6 4.50 113.0 150 1 600 4.1 4.00 101.6 2.11 1.42

Data Cooling Hose
Construction:
Tube - Proprietary tube materials: Zinc-free, peroxide-cured EPDM. 
Reinforcement - DC11 - Synthetic Fiber braid and 
	                          DC10 - Synthetic textile and dual steel wire helix
Cover - DC11 - EPDM Flame Resistant Cover available in colors and 
	            DC10 - Corrugated Flame-resistant EPDM cover. UL94V-0 certified and 
	                        tested to UL224VW-1 standards.

Temperature:	
-40°F to +212°F (-40°C to +100°C)

**BK Black Hose, RD Red Hose, BL Blue Hose

**WH White Print, RD Red Print, BL Blue Print


